
ALIN W 625
BAGHETE TIG  / GTAW ROD

CARACTERISTICI PRINCIPALE
Baghete Tig pentru sudarea aliajelor nichel-crom-molibden tip:
UNS N06625 (ASME B443, B444, B446). Recomandate pentru
imbinari eterogene intre aliaje de nichel si oteluri sau intre diferite
aliaje de nichel. Proprietatile mecanice sunt garantate intre -195° C
si 1100° C. Excelenta rezistenta la coroziune tip pitting si coroziune
fisuranta sub tensiune. Buna rezistenta in medii de acizi minerali si
organici.

DOMENII DE APLICATIE
Vase sub presiune, cazangerii(inclusiv pentru industria chimica si
petrochimica)
Fabricatie tevi
Constructii off-shore
Placari

MAIN  FEATURES
Road for  GTAW welding of nickel-chromium-molibdeum alloys type:
UNS N06625 (ASTM B443, B444, B446). Suitable for dissimilar
joints between nickel alloys and steels or different nickel alloys.
Suitable for design temperatures from -196°C  to 1100°C . Excellent
resistance to pitting corrosion and tenso-corrosion. Good resistance
to many types of mineral and organic acid.

MAIN APPLICATIONS
Vessels, boilers fabrication (including for chemical and petrochemi-
cal industry)
Pipes fabrication
Off-shore fabrication
Cladding

ANALIZA CHIMICA A BAGHETEI % / ROD CHEMICAL ANALYSIS %

CARACTERISTICI MECANICE / MECHANICAL PROPERTIES
Trat. termic/Heat treatment

Stare sudata/As welded
Rm N/mm² Rs N/mm² E % 5d

C Mn Si S P Cu Fe Ni Nb + Ta Mo
> 0.10 ≤ 0.50 ≤ 0.50 ≤ 0.015 ≤ 0.020 20.0 - 23.0 ≤ 5.0 < 58 3.15 − 4.15 8.0 - 10.0

GAZ
Ar >760 >500 >25

Tub / tube 5 Kg 0840076 0840077

AMBALARE STANDARD / STANDARD PACKAGING

Ambalare/
Packaging

Diametru mm x lungime mm / Diameter mm x lenght mm
2.00 x 1000 2.40 x 1000

Greutate/
Weight

Datele mentionate pot fi modificate fara o notificare prealabila / The above data may change without prior notice.                                             1/9

CLASIFICARE / STANDARDS AUTORIZARI / APPROVALS

AWS A5.14-89 :  ER NiCrMo-3

CURENT / CURRENT  : DC - 
GAZ/ GAS                         :  Ar  (I1) EN 439

1G              2F             2G               3G              3G             4G              5G            5G        AWS
PA PB             PC               PF              PG             PE              PF             PG        EN


